NOTE

HYDRAULIC HOSE LENGTH FROM CYLINDER TO POWER PACK WILL BE 5 M
LIFTING SPEED : APPROX. 3M/MIN.

LOWERING SPEED - ADJUSTABLE

ROLLER = @60X1080L =30NOS

POWER SUPPLY :415 VAC (+10 %) , current 7.4A, 50 Hz (+5 %), 3 phase
ROLLER PLATFORM CAN TILT UP TO 15°

SIDE GUARD 45mm HEIGHT
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MOC : M.S.

SURFACE FINISH : PU ENAMEL SPRAY PAINTED
COLOUR : GOLDEN YELLOW

INCHING MODE LIFTING OPERATION.

LOCATION: Indoor / Outdoor

CAPACITY C | 3000 kg
PLATFORM LENGTH L 3000 mm
PLATFORM WIDTH W | 1200 mm
MOTOR HP M | 5HP
MIN HEIGHT H1| 600 mm
MAXIMUM HEIGHT H2| 2600 mm
LIFT HEIGHT H | 2000 mm
TILTING ANGLE A | 15°
ROLLER DIA RD| 60 mm
NO OF ROLLER R | 30NOS
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ALL DIMENSIONS ARE IN MM

POWER PACK

CUSTOMER: M/S TRINITY GLOBAL

PRODUCT:~ ELECTRO HYDRAULIC SCISSOR LIFT

PROJECT:-3664 CAPACITY : 3000 KGS.

COMP.FILE NO : GA DRAWING
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